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VEHICLE MATINTENANCE HISTORY
95 Dodge Pickup Truck 1B7FL26X6SW905635
Operation Inspection List (to be completed at every
mileage maintenance inspection)

DATE
Accident Damage
Other Damage
Leaks
L cioa B

Tiresg, Tracks wheel

Fuel, oil, coclant

Battery

Horn, Safety Devices

Lights, Reflectors Glass

Instruments

Windshield wipers

Communication eguipment

Cargo, mounted equipment

Steering

Belts/pulleys

LR )(m;ut" clisc brakes weed 40 be
(placel e5t. B 335.0C

Power unit/engine
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MAINTENANCE TO BE COMPLETED EVERY 5000 MILES

0il

0il Filter

Lube

Front Diff

Rear Diff

Transfer Case

Transmission Fluid

air Filter

Power Steering Fluid

Brake Fluid

Windshield Washer Fluid

2nti Freeze/Coolant

Battery

Wash F&R Windows

Vacuum interior

Tire Pressure




SCHEDULED MAINTENAMNCE PER MILEAGE OF VEHICLE
5000
Rotate tires
Lubricate steering linkage
suspension
drive shaft U-joint if equipped
with grease fittings
Inspect exhaust system for leaks
damage or loose parts
Remove any foreign material trapped
by exhaust system shielding.

Lubricate rear drive shaft double cardan joint centering
ball

10,000
Change engine oil
Replace o0il filter

@engine oil _/515"?/‘92

Replace 0il filter
Inspect engine cooling system, 1t

hoses, and clamps i
Rotate tires ' !
Inspect and lubricate automatic /7
transmission shift leakage {!
Lubricate steering linkage Y,
suspension i
Drive shaft U-joint is equipped 1
with grease fittings i
Inspect exhaust system for leaks, Y
damage or loose parts 1
Remcve any foreign material trapped i
by exhaust system /4
Lubricate rear drive shaft double i
cardan joint centering ball. /5}(5?#/05*
20,000

Change engine oil
Replace cil filter

25,000
Change engine oil
Replace cil filter
Inspect engine cooling system,
hoses, and clamps




Check coolant strength every 15,000
miles or 12 months

Rotate tires

Inspect and lubricate automatic
transmission shift leakage
Lubricate steering linkage
suspension

Drive shaft U-joint if equipped
with grease fittings

Inspect exhaust system for leaks,
damage to loose parts

Remove any foreign material trapped
by exhaust system shielding

30,000

Change engine oil

Replace oil filter

Inspect engine cooling aystem,
hoses, and clamps

Check coolant strength every 15,000
miles or 12 months

Rotate tires

Inspect and lubricate automatic
transmission shift leakage
Lubricate steering linkage
guspension

Drive shaft U-joint if equipped
with grease fittings

Inspect exhaust system for leaks,
damage to loose parts

Remove any foreign material trapped
by exhaust system shielding

35,000

Change engine oil

Replace oil filter

Inspect engine cooling system,
hoses, and clamps

Check coolant strength every 15,000
miles or 12 months

Rotate tires

Inspect and lubricate automatic
transmissiocn shift leakage
Lubricate steering linkage
gsuspension

Drive shaft U-joint if equipped
with grease fittings




Inspect exhaust system for leaks,
damage to loose parts

Remove any foreign material trapped
by exhaust system shielding

40,000

Change engine oil

Replace oil filter

Inspect engine ccoling system,
hoses, and clamps

Check coolant strength every 15,000
miles or 12 months

Rotate tires

Inspect and lubricate automatic
transmission shift leakage
Lubricate steering linkage
suspension

Drive shaft U-joint if equipped
with grease fittings

Inspect exhaust system for leaks,
damage to loose parts

Remove any foreign material trapped
by exhaust system shielding

45,000

Change engine oil

Replace oil filter

Inspect engine cooling system,
heses, and clamps

Check coolant strength every 15,000
miles or 12 months

Rotate tires

Inspect and lubricate automatic
transmission shift leakage
Lubricate steering linkage
suspension

Drive shaft U-joint if equipped
with grease fittings

Inspect exhaust system for leaks,
damage to loose parts

Remove any foreign material trapped
by exhaust system shielding

50,000
Change engine oil
Replace oil filter




Inspect engine cocling system,
hoses, and clamps

Check coolant strength every 15,000
miles or 12 months

Rotate tires

Inspect and lubricate automatic
transmission shift leakage
Lubricate steering linkage
suspension

Drive shaft U-joint if equipped
with grease fittings

Inspect exhaust system for leaks,
damage to loose parts

Remcve any foreign material trapped
by exhaust system shielding

55,000

Change engine oil

Replace oil filter

Inspect engine cooling system,
hoses, and clamps

Check cooclant strength every 15,000
miles or 12 months

Rotate tires

Inspect and lubricate automatic
transmission shift leakage
Lubricate steering linkage
suspension

Drive shaft U-joint if equipped
with grease fittings

Inspect exhaust system for leaks,
damage to lcose parts

Remove any foreign material trapped
by exhaust system shielding

60,000

Change engine oil

Replace oil filter

Inspect engine cooling system,
hoses, and clamps

Check coolant strength every 15,000
miles or 12 months

Rotate tires

Inspect and lubricate automatic
transmission shift leakage
Lubricate steering linkage
suspension




Drive shaft U-joint if equipped
with grease fittings

Inspect exhaust system for leaks,
damage to loose parts

Remove any foreign material trapped
by exhaust system shielding
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